
ALL DIMENSIONS ARE IN INCHES,          
STANDARD TOLERANCES
UNLESS STATED OTHERWISE:

X.XX" = ± .12"
X.XXX" = ± .062"
ANGLES = ± 3°
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The components used to 
manufacture this 

Probes Unlimited product 
are Weee and RoHs compliant
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Probes Unlimited, Inc.
836 W. 8th Street
Lansdale, PA  19446
www.probesunlimited.com
info@probesunlimited.com
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TABLE 3 (Pt100, .00385 ALPHA)
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THIS DRAWING IS NOT FOR PRODUCTION USE OR SUBSTITUTION 
FOR ANY PART UNTIL FORMAL APPROVAL AND RELEASE.
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PUI ITEM #
P100-21033101

QUOTE #: Q21033101   SAMPLE DATE: TBD
CUSTOMER: TBD
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DESCRIPTION
INITIAL DRAWING
REV TO UPDATE NOTES AND PRODUCT PHOTO

NOTES:
1) SENSOR:PT100, .00385 ALPHA CLASS 'A' (±.06%) PER IEC751 AND DIN43760
          SEE TABLE 3 FOR A PARTIAL R VS. T CHART
2) LEADS: 3 CONDUCTOR TEFLON INSULATED CABLE.
          EACH CONDUCTOR IS 24 AWG, SILVER PLATED COPPER, 7/32 STRANDS, TEFLON INSULATED
3) CONSTRUCTION: SILICONE RUBBER MATERIAL MOLDED OVER THE SENSOR AND PART OF THE WIRE
4) TERMINATION: 2" FLYING LEADS WITH 1/4" STRIPPED ENDS
5) OVERALL TEMPERATURE RATING: -30ºC TO 200ºC [-22ºF TO 392ºF]
6) APPLICATION: FLEXIBLE MOLDED SILICONE PATCH FOR SURFACE TEMPERATURE
7) ADHESIVE: SILICONE ADHESIVE GOOD FOR ONE APPLICATION FOR STRONG BOND WITH SURFACE             
8) PACKAGING: PARTS ARE WRAPPED AND CAN BE SHIPPED INDIVIDUALLY OR IN BULK


